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U Type short flanged butterfly valves are manufactured in sizes ranging from DN350 to 
DN1800 with easily replaceable gaskets, in pressure classes PN10, PN16 or ANSI #150 
in accordance with EN558-1 Series 20 and EN1092-2 flange norm.

Dimensions (mm)

Material List

No Part Name Material No Part Name Material No Part Name Material

1 Body

Epoxy Coated GG25 Cast Iron

3 Seat

EPDM (-30 ºC ~ +130 ºC)
10 Lower Stem

AISI420 Stainless Steel

Epoxy Coated GGG40 Ductile Iron NBR (-20 ºC ~ +100 ºC) AISI316 Stainless Steel

AISI304 Stainless Steel Silicone (-30 ºC ~ +200ºC) 11 Plug Carbon Steel

AISI316 Stainless Steel Viton (-15 ºC ~ +200 ºC) 12 Sealing Ring Brass

2 Disc

AISI316 Stainless Steel 4/5/6/7/8 Bushing Bronze / PTFE 13 Stopper Carbon Steel

Rilsan Coated Nylon11 GGG40 Ductile Iron

9 Upper Stem
AISI420 Stainless Steel 14 Screw Stainless Steel

Aluminium-Bronze
AISI316 Stainless Steel 15/16 O-Ring NBR/Viton

PTFE Coated AISI316 Stainless Steel

DN A B C E G L ØD P S R T R ØK ISO
5211 n2xØ2

nxM n1-M1 Free Shat
Weight

(kg)PN10 PN16 #150 PN10 PN16 #150 PN10 PN16 #150

350 260 371 55 26,5 22 78 31,6 331 460 470 476,2 82 225 300 34,6 10 150 125 4x14 16x23 16x28 12x29 - - - 130

400 305 404 65 28 25 102 38 387 515 525 539,5 110 254 300 41 10 175 140 4x18 16x28 16x31 16x29 - - - 150

450 315 425 80 32 25 114 38 440,5 565 585 578 110 254 300 41 12 175 140 4x18 20x28 20x31 16x32 - - - 200

500 363 485 80 33 25 127 42 491 620 650 635 110 254 300 45 12 175 140 4x18 20x28 20x34 20x32 - - - 310

600 459 565 80 41,5 25 154 50 579 725 770 749,5 128 301 400 53,5 14 210 165 4x23 20x31 20x37 20x35 - - - 390

700 537 629 95 39,5 33 165 55 681,8 840 840 863,6 128 301 400 63 16 300 254 8x18 20x31 20x37 24x35 4xM27 4xM33 4x1-1/4" 460

800 601 666 95 43 33 190 55 772,2 950 950 977,9 157 355 400 63 16 300 254 8x18 20x34 20x41 24x41 4xM30 4xM36 4x1-1/2" 620

900 656 720 130 46,5 34 203 75 873,6 1050 1050 1085,9 157 355 400 84 20 300 254 8x18 24x34 24x41 28x41 4xM30 4xM36 4x1-1/2" 850

1000 720 800 130 50 38 216 85 976,3 1160 1170 1200,1 170 377,5 400 95 22 300 254 8x18 24x37 24x44 32x41 4xM33 4xM39 4x1-1/2" 900

1200 864 940.7 150 57 35 254 105 1185,2 1380 1390 1422,4 209 476 450 117 28 350 298 8x22 28x41 28x44 40x41 4xM36 4xM39 4x1-1/2" 1250

1400 1014 1009 150 46 45 279 120 1381 1590 1590 1651 280 571 500 134 32 415 356 8x33 32x44 32x50 44x48 4xM39 4xM45 4x1-3/4" 1546

1600 1070 1155 180 49 45 318 160 1581 1820 1820 - 280 571 500 178 40 415 356 8x33 36x50 36x57 - 4xM45 4xM52 - 3200

1800 1177,5 1177,5 200 52 54 457 180 1767,1 2020 2020 - 303 665 500 200 45 475 406 8x39 40x50 40x57 - 4xM45 4xM52 - 5900

Dimensions Output Shaft / Gearbox Dimensions Part List
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Double Flanged Butterfly Valves EN558-1 Serie 13
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Flanged butterfly valves are manufactured in sizes between DN50-DN1200 with vulcanized 
gaskets on the body, in pressure classes PN10, PN16 or ANSI #150 in accordance with 
EN558-1 Series 13 and EN1092-2 flange norm.

Dimensions (mm)

Material List

No Part Name Material No Part Name Material No Part Name Material

1 Body

A216 WCB

3 Seat

9 Lower Stem
AISI420 Stainless Steel

Epoxy Coated GGG40 Ductile Iron AISI316 Stainless Steel

AISI304 Stainless Steel 10 O-Ring NBR

AISI316 Stainless Steel 11 Locking Washer Stainless Steel

2 Disc

AISI316 Stainless Steel 4/5/6/7 Bushing Bronze / PTFE 12 Washer Stainless Steel

Rilsan Coated Nylon11 GGG40 Ductile Iron

8 Upper Stem
AISI420 Stainless Steel 13 Circlip Stainless Steel

Aluminium Bronze
AISI316 Stainless SteelPTFE Coated AISI316 Stainless Steel

Dimensions Output Shaft / Gearbox Dimensions Part List
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DN A B C H D E G ØD1
ØD2 ØD3

ISO5211 ØD4 n- d
(PN10)

n- d 
(PN16) Ød1 L

S P RPN10 PN16 #150

65 93 130 16 - - 9 14 64.3 145 145 139,7 50 185 4-19 4-19 7 115 174 64 150 150

50 83 120 16 - - 9 14 52.6 125 125 120,6 50 165 4-19 4-19 7 111

80 100 145 16 - - 9 14 78.8 160 160 152,4 50 200 8-19 8-19 7 117 174 64 150 150

100 114 155 19 - - 11 14 104 180 180 190,5 70 220 8-19 8-19 10 130 174 64 150 150

125 125 170 25 - - 14 14 123.3 210 210 215,9 70 250 8-19 8-19 10 143 174 64 150 150

150 143 190 25 - - 14 14 155.7 240 240 241,3 70 285 8-23 8-23 10 143 174 64 150 150

200 170 205 30 - - 17 15 202.4 295 295 298,4 102 340 8-23 12-23 12 155 174 64 300 150

250 198 235 39 - - 22 15 250.4 350 355 361,9 102 395 12-23 12-28 12 168 300 80 300 300

300 223 280 39 - - 22 18,5 301.5 400 410 431,8 102 445 12-23 12-28 12 182 300 80 300 300

350 270 310 40 - - 27 20 333.3 460 470 476,2 102 505 16-23 16-31 12 194 300 82 300 300

400 300 340 40 - - 27 20 389.6 515 525 539,7 140 565 16-28 16-31 18 221 225 82 150 300

450 340 375 40 - - 36 20 440.5 565 585 577,8 140 615 20-28 20-31 18 227 229,5 110 150 300

500 355 430 40 - - 36 22 491.6 620 650 635 140 670 20-28 20-34 18 234 254 110 150 300

600 410 500 50 - - 46 25 592.5 725 770 749,3 165 780 20-31 20-37 22 272 254 110 300 300

700 478 560 - 95 55 - 33 695 840 840 254 895 24-31 24-37 18 299 301 128 300 300

800 529 620 - 95 55 - 33 794.7 950 950 254 1015 24-34 24-41 18 325 355 157 300 300

900 584 665 - 130 75 - 34 864.7 1050 1050 254 1115 28-34 28-41 18 337 355 157 150 300

1000 657 735 - 130 85 - 38 965 1160 1170 254 1230 28-37 28-44 18 417 377,5 170 150 300

1200 799 917 - 150 105 - 35 1160.6 1380 1390 298 1455 32-41 32-50 22 478 476 209 300 350

EPDM (-30 ºC ~ +130 ºC)

NBR (-20 ºC ~ +100 ºC)

Silicone (-30 ºC ~ +200ºC) 

Viton (-15 ºC ~ +200 ºC)



Double Flanged Butterfly Valves EN558-1 Serie 14
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It is used in purification systems, drinking water systems, pump stations and general 
industrial applications. It is designed according to EN593 standard, valve sizes are 
manufactured in accordance with EN558-1 Series 14 and in PN10/16 pressure classes 
according to EN1092-2 flange norm. (Optional PN25)

Dimensions (mm)

Material List

Dimensions Output Shaft / Gearbox Dimensions Part List
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Size
(DN)

L
b ØD2

D3 D4 L1
n-Ød

H1
E1 E2 E3 Weight

(Kg)PN10 PN16 PN10 PN16 PN10 PN16 PN10 PN16 PN10 PN16 PN10 PN16

100 190 19,0 19,0 180 180 156 180 150 8-19 8-19 117 284 284 133 133 194 194 30

125 200 19,0 19,0 210 210 184 180 160 8-19 8-19 130 305 305 155 155 215 215 32

150 210 19,0 19,0 240 240 211 180 180 8-23 8-23 147,5 315 315 164 164 225 225 34

200 230 20,0 20,0 295 295 266 240 196 8-23 12-23 175 392 392 198 198 272 272 54

250 250 22,0 22,0 350 355 319 320 240 12-23 12-28 207,5 413 488 219 230 293 328 68

300 270 24,5 24,0 400 410 370 320 275 12-23 12-28 235 511 511 254 254 351 351 103

350 290 24,5 26,5 460 470 429 400 290 16-23 16-31 265 536 607 279 295 376 407 125

400 310 24,5 28,0 515 525 480 400 320 16-28 16-31 295 632 637 320 334 432 437 178

450 330 25,5 30,0 565 585 548 400 360 20-28 20-31 325 662 688 359 368 462 488 219

500 350 26,5 31,5 620 650 609 400 395 20-28 20-34 362,5 713 730 393 400 513 530 263

600 390 30,0 36,0 725 770 720 400 470 20-31 20-37 425 780 748 450 480 580 548 373

700 430 32,5 39,5 840 840 794 400 480 24-31 24-37 460 798 840 530 563 598 640 502

800 470 35,0 43,0 950 950 901 400 560 24-34 24-41 517,5 891 898 614 623 691 698 729

900 510 37,5 46,6 1050 1050 1001 400 618 28-34 28-41 567,5 950 989 675 698 750 789 924

1000 550 40,0 50,0 1160 1170 1112 400 600 28-37 28-44 635,5 1039 1082 748 766 839 882 1493

1200 630 45,0 57,0 1380 1390 1328 400 800 32-41 32-50 747,5 1181 1238 865 910,5 981 1038 2224

1400 710 46,0 60,0 1590 1590 1530 400 920 36-44 36-50 847,5 1338 1464 1015 1063 1138 1253 2935

1600 790 49,0 65,0 1820 1820 1750 400 1060 40-50 36-57 /4-52 970 1463 1580 1161 1172 1263 1369 3785

1800 870 52,0 70,0 2020 2020 1950 600 1170 44-50 36-57 /8-53 1070 1712 1902 1324 1413 1501 1602 5356

2000 950 55,0 75,0 2230 2230 2150 600 1290 48-50 48-62 1177,5 1817 1955 1437 1583 1606 1655 7168

No Part Name Material No Part Name Material No Part Name Material

1 Upper Stem AISI420 Stainless Steel 7 Spring Washer AISI304 Stainless Steel 13 Gland GGG40/50 Ductile Iron

2 Spacer Bushing GGG40 / 50 Ductile Iron 8 Screw AISI304 Stainless Steel
14 Disc

GGG40/50 Ductile Iron

3 Pin AISI420 Stainless Steel 9 Body GGG40 / 50 Ductile Iron AISI304 / 316 Stainless Steel

4 Bushing Bronze 10 Retaining Ring Steel/St. Steel (Optional) 15 Lower Stem AISI420 Stainless Steel

5 Screw AISI304 Stainless Steel 11 Sealing Ring EPDM 16 Screw AISI304 Stainless Steel

6 Spring Washer AISI304 Stainless Steel 12 Fastaner Steel/St. Steel (Optional) 17 Top Flange GGG40/50 Ductile Iron


